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TECHNICAL SUMMARY IMAGING MODES
SPECIFICATIONS REVEAL 300 Color palettes speci cally designed for law enforcement.
Thermal Sensor 320 x 240
Field of View 18° HFQV x 24° VFOV
Protective Sensor Window Yes
Video Recording Yes
Image Capture Yes
Temperature Range -4°F to 1,022°F (-20°C to 550°C)
Operating Temp -4°F to 140°F (-20°C to 60°C)
Frame Rate > 25 Hz FastFrame
IP Rating IP67 rating for harsh environments
Impact Resistance 2 meter drop onto concrete WHITE HOT BLACKHOT
Flashlight 300 Lumen LED
Display 2.8" TFT 320 x 240 screen resolution
Thermal Sensitivity < 35 mK with SV1
Viewing Angle Ergonomic 90° viewing angle
Imaging Modes Basic, Center Spot, SURVEY
Size:HxW x D 5.1 x3x 1.8 inches (130 x 76 x 46 mm)
Weight 0.7 Ibs (325 grams)
Battry Life 35 hours wih ashighton
TYRIAN SPECTRA

For support and user guides visit thermal.com

300 LUMEN 320 X 240
,
WHAT'S IN THE BOX LED FLASHLIGHT THERMAL SENSOR
. Reveal 300 camera
. Charging dock with retaining strap
. USB-C to USB-A cable CHARGING LANYARD
CONTACTS ATTACH POINT

SAMPLE IMAGES

6300 Hollister Ave, Santa Barbara, CA 93117

Seek Thermal engineers, designs and manufacturers high quality thermal imaging products and core platforms for consumer, commercial, and heat sensing loT data applications. With
headquarters in Santa Barbara, California, the global hub of thermal imaging innovation, the company has developed breakthrough thermal imaging camera cores that will enable a range
of a ordable products for use at home, work and play. For more information visit thermal.com and follow #seekthermal on Instagram and @seekthermal on Twitter
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